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8.98 GAS-NPT thread adapters available at page 1.117              Conversion ratio: inch =         ; pounds =          = 
25.4 453.6 0.4536
mm g Kg

Vacuum interception 
valvesFiltre-adjuster

Pressure gauge

Generator

Vacuum gauge

Vacuum gauge

Fo
r e

xt
. Ø

 8
 p

ip
e

Filtre  FC  20
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 Art. 
Tank Generator Pneumatic D E F G H L Weight

    device        

  Litres art. art. Ø      Kg

DOP 20 PVP 25 MDX 20 PVP 25 MDX ES DOP 20 90 G1/2” 225 135 270 340 1110 20.6

DOP 20 PVP 35 MDX 20 PVP 35 MDX ES DOP 20 90 G1/2” 225 135 270 340 1110 20.7

The distinctive feature of this mini pumpset, apart from the tank volume, is the installed 
vacuum generator.
The vacuum generator of the PVP… MDX ES range, in fact, is equipped with an energy 
saving device which allows automatically maintaining the preset vacuum level inside the 
tank. The other accessories, except for the vacuum switch and the pneumatic activation 
valve for the vacuum generator supply, are the same as those installed on DOP 06 and 
DOP 10. They are used as the previously described mini pneumatic pumpsets.

MINI PNEUMATIC PUMPSETS  DOP 20




